FROTHPRO"

ELECTRIC SHAMPOO
FROTHER

Reorder No.TP1505 43

Battery Voltage: 3.7V

Rated Current: 6A

Rated Power: 24W

Working Time: <90s

Rated Input Voltage: 5V

Rated Power Current: TA

Executive Standard: GB4706.1-2005 GB4706.30-2008
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DIRECTIONS FOR USE:

1 PLEASE FULLY CHARGE THE FROTHPRO®
BEFORE USING FOR THE FIRST TIME.
Remove the USB port cover. Plug the USB Cord
(1) into the USB Charging Port (H). Plug the system
into a USB outlet and allow to fully charge. The
Power Indicator Light (B) will be red while
charging. Once fully charged it will turn green.

2 Replace the USB port cover before using.
Before first use wash the Stirring Rod (E) and
Main Container (F). Allow the components
o fully dry.

3 Following your shampoo

)

instructions; pour the
necessary rafio of water
fo shampoo into the Main
Container (F).

4 Cover with the Stirring Head
Compartment (D]and twist to
lock in place.

5 Align the Main Engine
Compartment (€] with the

(©

Stirring Head Compartment
(D). Once connected, the

.-

Power Indicator Light (B] will

flash blue 3 times. =

e
y

6 Press the Power Button (A] to start frothing.
The system will automatically stop affter one
minute and 30 seconds.

[Note: If the main motor compartment is misaligned with
the Stirring Head Compartment then the Stirring Rod
won't work.)

CLEANING AND MAINTENANCE

After use, clean the Stiring Head Compartment and Main Container by washing direct

or by wiping with a soft, wet cloth

Do not bend or remove the Stirring Head when cleaning. Avoid damaging the Stirring Head

Do not disinfect with high temperature.

Alfter cleaning, allow parts to dry completely before reassembly

Ifnot in use for an extended period of fime please charge and maintain the system every 3 months.

Warning:

Do not microwave or freeze. Do not overfill. Do not submerge any
components other than the Stirring Compartment and Main Container. Do
not use or rinse with boiling water. Not to be used with ingredients too
thick or too hard (Such as dough, ice cubes, or similar.) Do not use for
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more than 3 minutes within 30 minutes at any one time. Do not clean the
product with abrasive cleaners or corrosive liquids. Do not scrape with
sharp objects. Always replace USB port cover before using.

POWER INDICATOR LIGHT KEY

To avoid personal injury: do not touch the stirring rod, motor or other

detachable parts while working.
Keep away from children.

WARNING: Cancer and Reproductive Harm -
www.P65Warnings.ca.gov.
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